
 
 
 

 
 

STANLEY SAE 0W-20 API SP ILSAC GF 6A 
 
STANLEY SAE 0W-20 API SP ILSAC GF 6A is a fully synthetic engine oil for gasoline passenger’s cars engines, particularly 
suitable for turbo compressed, multi-valve and direct injection engines. It can be used in the most difficult operating conditions 
and is appropriated for all driving types. Especially adapted to long oil change intervals. Exceptional wear protection, withstands 
high temperature oxidation, excellent cleaning power and ideal for use in high power density engines requiring a robust oil. 
Outstanding friction properties to optimize the fuel economy benefit from a 0W-20 engine oil. Guaranteed protection against Low 
Speed Pre-Ignition (LSPI) and timing chain wear. 
 

APPLICATION BENEFITS: 

 Strong protection throughout a long drain interval 
 Ultimate confidence of protection throughout standard drain interval 
 Overall optimized balance of engine performance and fuel economy 
 Outstanding thermal and oxidation stability 
 Outstanding low temperature properties 
 Excellent detergent/dispersant capability 
 Increased Fuel Efficiency on cold starts, as well as at hotter temperatures 

 
APPLICATION: 
Recommended for all types of gasoline fueled engines requiring a viscosity grade of SAE 0W-20 API SP, ILSAC GF-6A, 
Resource Conserving engine oil. For passenger cars, vans, CUVs, SUVs, light duty trucks and other vehicles fitted with recent 
gasoline engines.  
 
PERFORMANCE SPECIFICATION: 
API SP & RC; API SN and RC; API SN Plus & RC; API SN/CF; ILSAC GF-5; ILSAC GF-6A; GM dexos1 Gen 2; ACEA A1/B1 

TECHNICAL SPECIFICATION 

Sr. No Physical & Chemical Properties ASTM UNIT SAE 0W-20 
 API SP 

1 Appearance Visual N.A Bright & Clear 

2 Density @ 15 0C D 4052 g/cm3 0.8492 

3 Kinematic Viscosity @ 40 0C  D 445 Cst 46.6 

4 Kinematic Viscosity @ 100 0C  D 445 Cst 8.3 

5 Viscosity Index D 2270 N.A 155 

6 Flash Point D 92 0C 210 

7 Pour Point D 97 0C -42 

8 Total Base Number D 2896 mgKOH/gm 7.1 

9 Low Temperature Cranking Viscosity @-350C D 5293 Cp 5489 

 
Handling health & Safety: 
Lubricants consisting of highly refined mineral oils with specification additives. In normal conditions of use, this lubricant 
presents no particular toxic hazard. All lubricants, of any kind should be handled with great care, particularly avoiding can contact 
with the skin. 

Prevent any splashing, and keep away from combustible materials. Store under cover and away from any risk of pollution. 
Dispose of the used oil correctly; don’t pour down drains, into watercourses or the soil. 


