
 

 

 

PRIME SAE 10W-30 API CJ-4/SN 
 
PRIME SAE 10W-30 API CJ-4/SN is a premium heavy duty engine oil engineered to deliver outstanding wear protection and 
performance in modern heavy duty diesel engines. Premium base oils and carefully balanced additive technology ensure this 
advanced engine oil will deliver outstanding long-term performance for on- and off-highway heavy duty engine applications 
operating under high-load, high-stress conditions in all climates. Optimum base oil viscosity improves cold start efficiency and 
offers potential improvements in fuel economy as a result of lower coefficient of friction and engine drag as compared with SAE 
15W-40 engine oils. 
 
APPLICATION BENEFITS: 

 Strong protection throughout a long drain interval 
 Overall optimized balance of engine performance and fuel economy 
 Outstanding low temperature properties 
 Excellent detergent/dispersant capability 
 Increased Fuel Efficiency on cold starts, as well as at hotter temperatures 
 Provides corrosion protection against harmful acids generated by engines contaminants. 
 Outstanding thermo- Oxidative stability reduces deposits and Oil thickening. 
 High shear stability ensures viscosity control at elevated temperatures and reduces oil consumption and wear. 
 Superior protection against corrosive wear helps in sustaining engine durability.  
 Excellent TBN retention helps in countering harmful effects of corrosive exhaust gases and extending oil life. 
 Good compatibility with rubber to Protect rubber seals. 
 Reduces Kinetic energy loss out of friction wear by effectively dispersing ash and deposits 

 
APPLICATION: 
It is Heavy Duty Engine Oil CJ-4 meets the stringent requirements of API Service Category CJ-4 in 2007 and later model diesel 
engines running on Ultra Low Sulfur Diesel (ULSD) and equipped with after treatment devices. Exceeds all requirements of current 
emission control systems such as Exhaust Gas Recirculation (EGR), Diesel Particulate Filter (DPF), or Selective Catalytic Reduction 
(SCR) technologies. 
 
PERFORMANCE SPECIFICATION: 
API-CJ-4/SN, ACEA E7, E9, Global DHD-1 API CI-4, CH-4, Cummins CES 20081, 20078, 20077  
, Caterpillar ECF-1a, Scania LDF-2, VOLVO VDS 3, VDS 4, MB Approval 228.3, 228.31 

TECHNICAL SPECIFICATION 

Sr. No Physical & Chemical Properties ASTM UNIT SAE 10W-30  
API CJ-4/SN 

1 Appearance Visual N.A Bright & Clear 

2 Density @ 15 0C D 4052 g/cm3 0.8660 

3 Kinematic Viscosity @ 40 0C  D 445 Cst 75.85 

4 Kinematic Viscosity @ 100 0C  D 445 Cst 11.5 
5 Viscosity Index D 2270 N.A 145 
6 Flash Point D 92 0C 210 

7 Pour Point D 97 0C -33 
8 Total Base Number D 2896 mgKOH/gm 10.0 
9 Low Temperature Cranking Viscosity @-250C D 5293 Cp 6300 

 
Handling health & Safety: 
Lubricants consisting of highly refined mineral oils with specification additives. In normal conditions of use, this lubricant 
presents no particular toxic hazard. All lubricants, of any kind should be handled with great care, particularly avoiding can contact 
with the skin. 
Prevent any splashing, and keep away from combustible materials. Store under cover and away from any risk of pollution. 
Dispose of the used oil correctly; don’t pour down drains, into watercourses or the soil. 


